BORING_WELL2 CASMALIARIFS.GPJ GEOL.GDT 12/13/10

Date __8/31/04
Well Construction Driller —Direct Push
Details Drilling Method —Direct Push
Top of PVC Casing 2 —_ Sampler —Clear Liners
Elev. 444.12ft. g - § € o Hammer Weight _NA Drop NA
R § & g %_ g Logged by Datum .
g g g a o Surface Elevation 44165  Hole Dia. 1.75in.
GROUND SURFACE — — 0— Northing 504278.726 ___ Easting 1238830.9
=1 =] Very Dark Gray Lean Clay (CL) (10YR 3/1) Hard,
2" DIA SR R 0 EE dry, 95% clay, 5% sand, trace gravel, some root
BOREHOLE: 0 to [l fibers, occasional white oxide specks (fill)
45 ft. ]
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e e | @6 ft.. Abundant white non-calcareous oxides
5 4 5 4 A along cracks, brecciation pattern
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B N =T 2 &) 0 I @8.5ft.: Change to Light Olive Brown (2.5Y 5/4),
SEAL: 0 to 15 ft. 24 | iron oxide and manganese oxide flecks throughout
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1 e 0 M @11 ft.: Iron oxide mottling, 2" long vertical white
IR 24 crystalline oxide in-filling
" Qg lal |
264,33@ Ci%'ﬂﬁg 0 A @12.5 ft.: Color change to Yellowish Brown
+25t0 171 P<1 ’74 | (10YR 5/4), increase iron oxide mottling
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=l |7 0 ] @145t Dry
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PRE-FABRICATEB 2 _| @16 ft.: Abundant vertical to 45° fractures with
BENTONITE 0 [ iron oxide precipitated
SEAL: 15 to 17 ft. : | @17 ft.. Change to Pale Brown (10YR 6/3),
& H 24 riable, gypsum and iron oxide along fractures,
] some liesegang banding
0 -
24
PRE-FABRICATEB— 20 — @20 ft.: Harding drilling
FILTER PACK: 0 —
17 to 27 ft. -
18 Olive Gray Weathered Mudstone (5Y 5/1) Dry,
PRE-FABRICATED 0 low hardness, friable, deeply weathered, poorly
3/4" DIA. consolidated, some iron oxide staining at contact
SLOTTED PIPE: 18 diminishing with depth
AT 0 @23.5 ft.. Moist, claylike
18
0
18
BOTTOM WELL
CAP: 27 ft.
Well casing
installed to 27 ft.
BGS
12 0 @32.5 ft.: Totally sheared, no moisture, no
0 oxidation
18 Gray Unweathered Mudstone (5Y 6/1) Dry,
0 moderately hard, weak, moderately fractured, no
12 oxides
6 0 Drilling refusal at 34.5 feet.
Well Construction Details and PLATE
Log of Boring RIPZ-03
Final Remedial Investigation Report
Casmalia Resources Superfund Site -
Casmalia, California
DRAWN JOB NUMBER CHECKED CHCK'D DATE APPROVED APPRV'D DATE
WJF 4088097619 WJF 1/11 WBC 1/11
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